
The validity of the certificate can be checked  through www.udemltd.com.tr.  The CE  mark shown on the right
can only be used under the responsibility of the manufacturer with the completion of EC Declaration of
Conformity for all the relevant Directives. This certificate remains the property of UDEM International Certification
Auditing Training Centre Industry and Trade Co. Ltd. to whom it must be returned upon request. The above
named firm must keep a copy of this certificate for 15 years from the registration of certificate. This certificate
only covers the product(s) stated above and UDEM  must be noticed in case of any changes on the product(s)

Address: Mutlukent Mahallesi 2073 Sokak (Eski 93 Sokak)NO:10 Ümitköy Çankaya-Ankara-Türkiye

E-mail: info@udemltd.com.tr    www.udemltd.com.tr

Initial Assessment Date  : 31.07.2017

Registration Date      : 01.08.2017

Reissue Date/No      :  -

Expiry Date : 31.07.2022

ATTESTATION
CERTIFICATE OF LOW VOLTAGE DIRECTIVE

Technical file of the company mentioned below has been observed

2014/35/EU Low Voltage Directive has been taken as references for these processes

Company Name      : Eranova Endustri ve Elektrik Malzemeleri Ltd. Sti.

Company Address      : Perpa Ticaret Merkezi B Blok Kat:11 No:1828 Sisli/ISTANBUL

Related Directives and Annex     : Low Voltage Directive 2014/35/EU

Related Standards      : EN 60998-1:2004;EN 60998-2-2:2004

Product Name      :Screwless Terminal

Phone: +90 0312 443 03 90  Fax: +90 0312 443 03 76

UDEM International Certification

Auditing Training Centre Industry

and Trade Co. Ltd.

Product Brand/Model/Type         :222-412,222-413,222-415,223-412,223-413,223-415,224-101,
224-112,224-201,772-202,772-203,772-204,772-205,772-206,
772-208,773-102,773-104,773-106,773-108,773-173,773-602,
773-604,773-606,773A-102,773A-104,773A-106,773A-108,
773B-173,B07-1P,B07-2P,B07-8.0,B07-3P,B07A-1P,B07A-2P,
B07A-6.0,B07A-3P,B07B-1P,B07B-2P,B07B-12.0,B07B-3P,
B07C-1P,B07C-2P, B07C-8.0,B07C-3P,B07D-1P,B07D-2P,B07D-3P,
B08A-1P-12P,B08A-3P, B08A-2P, B08A-J-3P,B08A-J-2P,B14,
B16-C,C1,C2,KZ8J-3.5,KZ8J-5.0,KZ8J-7.5,KZ8J-10.0


